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	JOB TITLE: Flagging Traffic Control
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	JSA No.  1000-64-005

   
	DATE: 01/27/03  
	NEW            x 

REVISED      

	JOB SAFETY ANALYSIS
	TITLE OF PERSON WHO DOES JOB: public works tech.& public works lead, equipment operator
	SUPERVISOR:
William Fugate


	ANALYSIS PERFOMED BY:
William Fugate  / Manuel Verduzco



	ORGANIZATION:  MCDOT / OPS
Traffic control / Barricading Shop


	LOCATION:
2909 W.  Durango
	DEPARTMENT:
3709/ 6432


	REVIEWED BY:
William J.Fugate



	SEQUENCE OF BASIC JOB STEPS
	POTENTIAL HAZARDS
	RECOMMENDED ACTION OR PROCEDURE

	Get Traffic Control and

Flagging station drawing from supervisor


	Getting inaccurate information from

Traffic Control plan
	All Traffic Control people are trained and certified through ATSSA

Have knowledge in Sign code, radio call codes.

Flooded response & Palo Verde Manuals also has to know how to set up and operate

Speed monitors & message board

	Getting a traffic control plan drawing 

For the flagging station


	Traffic control plan need to be accurate

To job site. Like proper signs, distance,

Location, and right flagging station
	Make sure flagger is in right location, and have proper set up for job

 Type. 

Be in Accordant to M.U.T.C.D. Manual. For all signs regulations

and County policies procedures. 

	Loading of trucks 


	Lifting, falling, tripping, and smash,
	Use proper lifting techniques
Wear proper safety gear and carry enough 

Equipment to cover 3 job site if needed



	Travel time: from yard to job site


	Highway traffic, unsafe loads, tire blow out, road hazards
	 Pre trip trucks, & trailers make sure load are secure, make sure to 

Obey Az and County Driving statues.

 

	Work zone set up. And flagging station

Call job / flagging set up into 61-office 
	Potential of getting hit, lifting while set

Traffic control, ops crews start

Working before traffic control is set up

61-office would not know where the 

Work zone are. And time of lane closure. And if there flagging still going on. 
	Talk to ops crew supervisor or lead man before setting up traffic 

Control and follow MUTCD. 

Use proper lifting techniques. 

Let crew know when they can start. 

Crew must call 61-office to notify the location and time of work zone 

 And flagging station. Also document each job site set up on Barricade work site form and Testify in court about job set up at lawsuits.

	Removing or set up work zone and flagging station. For night time 


	Potential of getting hit, lifting while 

Removing of traffic control. And set u

Barricades for over night. And check if

Blue steak is needed or 3-ball need to 

Be installed. 
	Removal of work zone in accordant to MUTCD. 

Follow proper lifting techniques 

Keep good communication between ops crews and traffic control crew,

about when flagging is complete and job is finishing.

	Call job / flagging removal into 61 office When completed
	61 office would not know where the 

Work zone and flagging station are at.

And time of job being completed for 

The internet and flagging is complete 
	Crew must call 61-office to notify the location and time of work zone 

 And flagging station. And effect area.

	Travel time from job site to yard 


	Highway traffic, unsafe loads, tire blow out, road hazards
	Make sure load are secure, make sure to obey Arizona state 

  Driving statues.
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